
CRMWD 
Reclamation 
Facility

City of Big 
Spring’s
WWTP

Big Spring WWTP Effluent
Turbidity – continuous 10 NTU
Giardia – monthly 
Cryptosporidium – monthly
Flow - 30 min
Total WWTP effluent - daily
E. Coli - weekly

MF Units 
DIT – daily - fail
IFE turbidity - 5 min > 0.15 NTU
DIT after CIP - fail
Flow through each unit - daily

MF Effluent
Total  water produced each unit – daily
Monochlor. – weekly
Total Cl2 – weekly
Free Ammonia - weekly

RO Effluent
TDS – continuously >  20% or 40 µS/cm over last reading

Ultraviolet Light
Dval - 5 min < 100 mJ/cm2

Flow - 5 min.  7.39 MGD
UVT - 4 hours < 40.3%
Lamps off - 5 min. > 2

Reclamation Facility Effluent
Nitrate - daily > 10 mg/L
Nitrite – work daily > 1.0 mg/L
E. coli – weekly > 0 CFU/L
% of reclaimed water in Pipeline - 4 hrs  > 50%
DBPs - monthly
MCL/SCL chemicals  - quarterly > MCLs
Giardia - monthly
Cryptosporidium – monthly 
Total effluent produced - daily

MF Membranes

Reverse 
Osmosis

Ultraviolet 
Light with 
Advanced 
Oxidation

Enclosure B: CRMWD Reclamation Facility Monitoring Locations, Frequency, and Action Levels
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